
St 15.478 mq
Sc 3.320 mq

Scmin (1/8 St) 1.935 mq
Vmin (1,5xSt) 23217 mc

V 23.904 mc

verifica dm 1444/68

St 5.779 mq
Sc 2.037 mq

Scmin (1/8 St) 722 mq
Vmin (1,5xSt) 8.669 mc

V 12.222 mc

verifica dm 1444/68

St 16'540 mq
Sc 2'151 mq

Scmin (1/8 St) 2'068 mq
Vmin (1,5xSt) 24810 mc

V 24'952 mc

verifica dm 1444/68

St 23'255 mq
Sc 7'430 mq

Scmin (1/8 St) 2'907 mq
Vmin (1,5xSt) 34883 mc

V 37'150 mc

verifica dm 1444/68

St 5.714 mq
Sc 1.499 mq

Scmin (1/8 St) 714 mq
Vmin (1,5xSt) 8571 mc

V 9.263,8 mc

verifica dm 1444/68

St 12.431 mq
Sc 3.048 mq

Scmin (1/8 St) 1.554 mq
Vmin (1,5xSt) 18647 mc

V 19.812 mc

verifica dm 1444/68

St 4'225 mq
Sc 1'077 mq

Scmin (1/8 St) 528 mq
Vmin (1,5xSt) 6337.5 mc

V 6'462 mc

verifica dm 1444/68

St 10.900 mq
Sc 1.979 mq

Scmin (1/8 St) 1.363 mq
Vmin (1,5xSt) 16350 mc

V 16.821 mc

verifica dm 1444/68

St 16.120 mq
Sc 3.533 mq

Scmin (1/8 St) 2.015 mq
Vmin (1,5xSt) 24180 mc

V 24.733 mc

verifica dm 1444/68

St 27.158 mq
Sc 5.447 mq

Scmin (1/8 St) 3.395 mq
Vmin (1,5xSt) 40737 mc

V 43.579 mc

verifica dm 1444/68

St 5.833 mq
Sc 1.470 mq

Scmin (1/8 St) 729 mq
Vmin (1,5xSt) 8749,5 mc

V 9.555 mc

verifica dm 1444/68

St 3.082 mq
Sc 539 mq

Scmin (1/8 St) 385 mq
Vmin (1,5xSt) 4623 mc

V 4.689 mc

verifica dm 1444/68

St 5.371 mq
Sc 1.000 mq

Scmin (1/8 St) 671 mq
Vmin (1,5xSt) 8056,5 mc

V 8.500 mc

verifica dm 1444/68

St 1.650 mq
Sc 495 mq

Scmin (1/8 St) 206 mq
Vmin (1,5xSt) 2475 mc

V 2.970 mc

verifica dm 1444/68

St 12.800 mq
Sc 3.007 mq

Scmin (1/8 St) 1.600 mq
Vmin (1,5xSt) 19200 mc

V 21.049 mc

verifica dm 1444/68

St 5.530 mq
Sc 869 mq

Scmin (1/8 St) 691 mq
Vmin (1,5xSt) 8295 mc

V 8.690 mc

verifica dm 1444/68

St 7.500 mq
Sc 2.035 mq

Scmin (1/8 St) 938 mq
Vmin (1,5xSt) 11250 mc

V 12.210 mc

verifica dm 1444/68

St 6.130 mq
Sc 1.710 mq

Scmin (1/8 St) 766 mq
Vmin (1,5xSt) 9195 mc

V 10.260 mc

verifica dm 1444/68

St 3.070 mq
Sc 926 mq

Scmin (1/8 St) 384 mq
Vmin (1,5xSt) 4605 mc

V 5.093 mc

verifica dm 1444/68

St 6.670 mq
Sc 1.278 mq

Scmin (1/8 St) 834 mq
Vmin (1,5xSt) 10.005 mc

V 10.827 mc

verifica dm 1444/68


